
CLASSIC BLACK

The quality of speaker cables plays a major role in delivering music signal from your source to your loudspeakers. 
The Classic line uses ultra pure (Oxygen Free Copper 99.99%) copper in a black outer jacket. Polarity can easily 
be recognized thanks to the outer jacket geometry (round and square). The Classic B150 is ideal to connect small 
floorstanders, bookshelves and surround speakers in hi-fi or home-theatre systems for length up to 10 meters.
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B150 B250 B400

Conductor OFC OFC OFC

Resistance 0.013 Ω/m 0.008 Ω 0.006 Ω

Capacitance 55,530 pF/m 55.350 pF/m 73.480 pF/m

Conductor Section 2 x 1,5 mm2 2 x 2.5 mm² 2 x 4 mm²

Lenght 100 m 100 m 100 m

Dimensions 415 x 160 x 215 mm 506 x 155 x 264 mm 310 x 152 x 310 mm

Packaging Carton x2 Carton x2 Unit carton

Weight Net/Gross 8 kg / 9.8  kg 15.4 / 16.4 kg 13 / 12 kg

EAN 3760108804906 3760108804883 3760108804807



CLASSIC

The quality of speaker cables plays a major role in delivering music signal from your source to your loudspeakers. 
The Classic line uses ultra pure (Oxygen Free Copper 99.99%) copper in a transparent outer jacket. Polarity can 
easily be recognized thanks to the outer jacket geometry (round and square). The Classic CL150 is ideal to connect 
small floorstanders, bookshelves and surround speakers in hi-fi or home-theatre systems for length up to 10 meters.
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CL150 CL150 Bobino CL250 CL250 Bobino CL400 CL600

Conductor OFC OFC OFC OFC OFC OFC

Resistance 0.013 Ω 0.013 Ω 0.008 Ω 0.008 Ω 0.006 Ω  0.006 Ω

Capacitance 55,530 pF/m 55,530 pF/m 55.350 pF/m 55.350 pF/m 73.480 pF/m 60.270 pF/m

Conductor Section 2 x 1,5 mm2 2 x 1,5 mm2 2 x 2.5 mm² 2 x 2.5 mm² 2 x 4 mm² 2 x 6 mm²

Lenght 100 m 15 m 100 m 10 m 100 m 100 m

Dimensions 415 x 160 x 215 mm 126 x 180 x 93 mm 506 x 155 x 264 mm 126 x 180 x 93 mm 310 x 152 x 310 mm 310 x 310 x 192 mm

Packaging x2 x1 x2 x1 x1 x1

Weight Net/Gross 5 kg / 4.4  kg 0.6 / 0.5 kg 6.8 / 7.6 kg 0.6 / 0.7 kg 13 / 12 kg 17.5 / 18.5 kg

EAN 3760108804012 3760108804135 3760108804029 3760108804142 3760108804098 3760108804050



CARACTÉRISTIQUES

W150 W150 Bobino W250 W250 Bobino

Conductor OFC OFC OFC OFC

Resistance 0.013 Ω/m 0.013 Ω/m 0.008 Ω 0.008 Ω

Capacitance 55,530 pF/m 55,530 pF/m 55.350 pF/m 55.350 pF/m

Conductor Section 2 x 1,5 mm2 2 x 1,5 mm2 2 x 2.5 mm² 2 x 2.5 mm²

Lenght 100 m 15 m 100 m 10 m

Dimensions 415 x 160 x 215 mm 126 x 180 x 93 mm 506 x 155 x 264 mm 126 x 180 x 93 mm

Packaging x2 carton unit x2 carton unit

Weight Net/Gross 5 kg / 4.4  kg 0.6 / 0.5 kg 6.8 / 7.6 kg 0.6 / 0.7 kg

EAN 3760108804074 3760108804159 3760108804081 3760108804166
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CLASSIC WHITE

The quality of speaker cables plays a major role in delivering music signal from your source to your loudspeakers. 
The Classic line uses ultra pure (Oxygen Free Copper 99.99%) copper in a white outer jacket. Polarity can easily be 
recognized thanks to the outer jacket geometry (round and square). The Classic W150 is ideal to connect small 
floorstanders, bookshelves and surround speakers in hi-fi or home-theatre systems for length up to 10 meters.


